TONER POWDER FOR CANON COPIER

OSU COLLEGE OF BIOLOGICAL SCIENCES MSDS FILE

CANON U S A -- F41-5101-700 CLC TONER (BLACK) - TONER POWDER FOR CANON COPIER
MATERIAL SAFETY DATA SHEET
FSC: 6850
NIIN: 00F015767
Manufacturer's CAGE: 1BA64
Part No. Indicator: A
Part Number/Trade Name: F41-5101-700 CLC TONER (BLACK)

General Information

Item Name: TONER POWDER FOR CANON COPIER
Company's Name: CANON U.S.A INC.
Company's Street: ONE CANON PLAZA
Company's City: LAKE SUCCESS
Company's State: NY
Company's Zip Code: 11042-1113
Company's Emerg Ph #: (516) 488-6700
Company's Info Ph #: (516) 488-6700
Record No. For Safety Entry: 001
Tot Safety Entries This Stk#: 001
Date MSDS Prepared: 01OCT88
Safety Data Review Date: 20MAY91
Preparer's Company: CANON U.S.A INC.
Preparer's St Or P. O. Box: ONE CANON PLAZA
Preparer's City: LAKE SUCCESS
Preparer's State: NY
Preparer's Zip Code: 11042-1113
MSDS Serial Number: BKDZB

Ingredients/Identity Information

Proprietary: NO
Ingredient: BISPHENOL-A PROPYLENE OXIDE FUMARATE (POLYMER),POLYESTER RESIN
Ingredient Sequence Number: 01
Percent: 85-95%
NIOSH (RTECS) Number: 1001649BE
CAS Number: 39382-25-7

Physical/Chemical Characteristics

Appearance And Odor: FINE BLACK POWDER W/SLIGHT PLASTIC ODOR.
Melting Point: 212-248F
Vapor Pressure (MM Hg/70 F): NEGLIGIBLE
Specific Gravity: 1-1.2
Evaporation Rate And Ref: (BU AC = 1): NEGLIGIBLE
Solubility In Water: NEGLIGIBLE
Percent Volatiles By Volume: NEGL.

Fire and Explosion Hazard Data

Extinguishing Media: WATER, DRY CHEMICAL, & CO2.
Unusual Fire And Expl Hazards: THIS MATERIAL, LIKE MOST ORGANIC MATERIALS IN POWDER FORM, IS CAPABLE OF CREATING A DUST EXPLOSION.

Reactivity Data

Stability: YES
Materials To Avoid: STRONG OXIDIZERS
Hazardous Decomp Products: CO2 & CO.
Hazardous Poly Occur: NO

Health Hazard Data

Route Of Entry - Inhalation: YES
Route Of Entry - Skin: YES
Route Of Entry - Ingestion: YES
RESPIRATORY TRACT IRRITATION.
Carcinogenicity - NTP: NO
Carcinogenicity - IARC: NO
Carcinogenicity - OSHA: NO
Explanation Carcinogenicity: NONE
RESPIRATORY TRACT IRRITATION.
Emergency/First Aid Proc: EYES: FLUSH W/PLEN'TY OF WATER FOR AT LEAST 15 MINS. SKIN: WASH THOROUGHLY W/SOAP & WATER. INHALATION: REMOVE TO FRESH AIR. GIVE CPR OR OXYGEN IF NEEDED. INGESTION: DRINK SEVERAL GLASSES OF WATER. OBTAIN MEDICAL ATTENTION IN ALL CASES.

Precautions for Safe Handling and Use

Steps If Matl Released/Spill: SWEEP MATERIAL ONTO PAPER & PLACE IN FIBER CARTON.
Waste Disposal Method: NO SPECIAL DISPOSAL TECHNIQUE REQUIRED. DISPOSE OF IN ACCORDANCE W/LOCAL, STATE & FEDERAL REGULATIONS.
Precautions-Handling/Storing: KEEP OUT OF REACH OF CHILDREN & CONTACT W/

http://www.biosci.ohio-state.edu/~jsmith/MSDS/CANON%20COPIER%20TONER%20POWDER.htm (2 of 3) [2/7/03 7:52:00 AM]
OXIDIZING MATERIALS.

Control Measures

Ventilation: GOOD GENERAL VENTILATION SHOULD BE SUFFICIENT.
Protective Gloves: AS REQUIRED
Eye Protection: AS REQUIRED

Transportation Data

Disposal Data

Label Data

Label Required: YES
Label Status: G
Common Name: F41-5101-700 CLC TONER (BLACK)
RESPIRATORY TRACT IRRITATION.
Label Name: CANON U.S.A INC.
Label Street: ONE CANON PLAZA
Label City: LAKE SUCCESS
Label State: NY
Label Zip Code: 11042-1113
Label Emergency Number: (516) 488-6700

URL for this msds http://hazard.com. If you wish to change, add to, or delete information in this archive please sent updates to dan@hazard.com.